II stiomnepoor | SPACEPLUS Pocket Door - Single Panel
COMPANY,

(1) Single Upper Track
Available in all finishes.

Screws for Upper Track
(2) screws at 16” span
throughout track length.
Use appropriate screw type
for structrual material of
ceiling/header. (Provided
screws, included in wheel kit,
are for wood - see Suggested
Screws on page 2 for other
materials.)

Pocket
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(1) Single Bottom Track
Ramped option available.
Adhered using clear silicone
(not provided).

Available in Silver and Bronze.

(1) Bottom Track

Door Stop
Available in Silver and Black.

(1) Bottom Track Filler
For use inside pocket only
to reserve required spacing

inside pocket for door to slide.

(Shown: Single Track Ramped

with Bottom Track Filler beginning

3”from Pocket opening.
Available in Silver or Bronze)
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Ref: FTS - Pocket Door Assembly - 072014

Note: The Sliding Door Company Pocket Doors
do not come pre-hung, or include a kit for
framing. Pocket must be prepared, by others,
prior to installation.

(2) Upper Wheels
Zinc plated steel

(1) Sliding Panel

Stile/Rail option:
1-1/2 2 3/4" or 3” (shown).
Available in various finishes.

Side A
(front side
of panel)

(1) Pull
Available in
Brown or Brushed Silver.

(2) Wheel Covers
Available in
various finishes.

ﬂ:i(Z) Bottom Wheel

Zinc plated steel
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