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Top Pivot Hinge (below):
Hinge is secured to casing.

Door Stop + Rubber Gasket:

Door stop is part of casing. Rubber 
gasket to be added at time of install.

Swing Door Panel:

Available in various frame finishes.

Bottom Pivot (below):
Bottom pivot is secured to vertical 
casing. VERY IMPORTANT - tighten 
bolts securely and reinforce with
loctite.

Finished Flooring:

TSDC Swing doors do NOT include 
thresholds.

Aluminium Casing

Finish to match panel - Wrap casing 
and secure to Header/Blocking/
Aluminium Beam.

Header/Blocking/Aluminium Beam

System Section:

Single Panel - Swing Door with Wrap Mount to Existing Header/Blocking

Head Detail

Top of System

Sill Detail

Bottom of System

Rough
Opening
Height

(Required
when

ordering)

Overall
System
Height

Casing Wrap Mount:

Casing will wrap around existing 
header/blocking
Min. 3-1/2” - Max. 5-3/4”

Important:  Jamb thickness 
must be determined and 
confirmed prior to placing order.

Opening 
Clearance

 SD - Horizontal Wrap Mount - System Section

Door Swing:

Closed Position

Open
Position

Maximum
120 Degree Swing

3-1/2” Min, Throat/Jamb Depth
*5-3/4” Max. Throat/Jamb Depth

1-1/2” 1-1/2”

Varies
(min 3-1/2”)

1/2”

5/16”

7/16”

Panel in
closed

Position

5/16”

1) Overall System Height:
    ROH (Rough Opening Height) + 1-3/16”
2) FOH (Finished Opening Height):         

ROH - 5/16” 
3) Actual Panel/Door Height:        

FOH - 7/8” 
4) Actual Panel/Door Height:   

ROH -1-3/16”
5) Opening Clearance:              

ROH - 1-13/16” 

NOTE: Casing Wrap has 1/4” 
tolerance.  It is not adjustable.

Finished 
Opening 
Height

Detail:

*Casing Maximum varies between surface and 
wrap mount due to L-Shape Trim Pieces.
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Single Panel - Swing Door with Surface Mount to Existing Ceiling

 SD - Horizontal Surface Mount - System Section

Door Swing:

Closed Position

Open
Position

Maximum
120 Degree Swing

1) Finished Opening Height (FOH) 
(After casing installed): Original 
Openign Height - 1-13/16”

2) Actual Panel/Door height:    
FOH - 7/8”

3) Actual Panel/Door height: 
Original Opening Height - 2-5/8” 

4) Opening Clearance: Original 
Opening Height - 2-5/16”

NOTE: Casing Wrap has 1/4” 
tolerance.  It is not adjustable.

Head Detail
Top of System

Sill Detail
Bottom of System

Overall 
System
Height

(Equal to 
Original 
Height)

Aluminium Casing
-Jamb & Door Stop, Jamb 
Finish, Trim.
Finish to match panel - Surface
mount casing will attach to 
subframe.

Header/Blocking

Original
Opening

Height
(Needed

when
ordering)

Opening 
Clearance

Top Hinge (below):
Secured to casing.

Door Stop + Rubber Gasket:
Door stop is part of casing. 
Rubber gasket added at time
of install.

Swing Door Panel:
Available in various frame
finishes.

Finished Flooring:
TSDC Swing doors do NOT
include thresholds.

Wood Subframe
(3/4” - 1“Depth x Min. 
3-1/2” to Max. 5-5/8” Width)
Must be secured to a 
structural element within wall. 

Shim
Size varies to 
accommodate
Unlevel Surface.

L - Shape 
Trim

13/16”

3/16”

11/16”

1/2”

1-11/16”

1/16”

1-5/8”

Panel in
closed

Position

Varies
(max 5-5/8”*)

5/16”

Subframe (3/4”x 3.5-5.625”)
Not Provided. 
Secure to stud inside 
ceiling/header. Screws not 
provided.

Bottom Pivot (below):
Bottom pivot is secured to 
vertical casing. VERY IMPORTANT
tighten bolts securely and 
reinforce with loctite.

System Section:

Detail:

Shim: Optional and Variable

*Casing Maximum varies between surface 
and wrap mount due to L-Shape Trim Pieces.

3-1/2” Min, Throat/Jamb Depth
*5-5/8” Max. Subframe  Depth
  5-3/4 Max.  Throat /Jamb Order Depth


